
Hoods

KL-910TBMH

Highligths

Wall-mounted hood, 90 cm

Wandhaube 90 cm

Hotte murale, 90 cm

Campana de pared, 90 cm

Stensko montirana napa, 60 cm

Nástenný digestor, 90 cm

Hotă cu montare pe perete, 90 cm

Digestoř namontovaná na zeď, 90 cm

Exaustor montado na parede, 90 cm

Okap kuchenny o szerokości 90 cm montowany do

ściany

Prie sienos montuojamas garų surinktuvas, 90 cm

Falra szerelhető páraelszívó, 90 cm

Zidna kuhinjska napa, 90 cm

Extraction or recirculation mode

Abluft- oder Umluft-Modus

Aspiration par évacuation ou recyclage

Modo de extracción o recirculación

Način odstranjevanja ali recirkulacije



The energy efficient LED lights

provide a natural and bright

lighting that illuminates the hob

perfectly. It means you can always

see what you are cooking.

This part ensures the filtered air to

return back in to the cooker hood.

The valve only opens one direction.

It allows air to flow from the

kitchen to the outside and

prevents cold air from flowing

inward.

More Features



Key Features

Warranty (years) 

  2 years parts and labour

Width (cm) 

  90

Energy efficiency class 

  B

Control type 

  Touch control on glass

Colour LCD 

  No

Hood type 

  Wall-mounted

Operating mode 

  Extraction mode

Convertible to recirculation mode 

  Yes

Lighting efficiency class 

  B

Grease filtering efficiency class 

  D

 

Dimensions and Weight

Packing Dimensions (WxDxH) (mm)

  980x545x555

Net Weight (kg)

  19.2

Gross Weight (kg)

  24.7

Hood dimensions (W x H x D)

  898 x min.660-max.1040 x

496

 

European Article Number

EAN Code 

  4974019882970

 

Power, consumption, and voltage

Voltage / Frequency (V) / (Hz) 

  220-240 / 50

Annual Energy Consumption (Kwh) 

  77 

Distribution line fuse / circuit breaker

(A) 

  16

Total power 

  275

 

Accessories

Main cable 

  Yes (2m)

Hood light 

  LED light

Grease filter 

  1

Washable grease filter in a

dishwasher 

  Yes

Outlet 

  150

150 - 120 mm outlet adaptor

  Yes

Non return valve 

  Yes

 

Functions

Power levels + boost

  4 + 1

Airlfow speed 4 / boost 

  495/693

Noise level speed 1

  52.6



Noise level speed 2

  52.8

Noise level speed 3

  59.9

Noise level speed 4

  63.5

Noise level boost

  69

Filter cleaning signal

  Yes

Timer & auto turn off in 15 mins

  Yes

SteamSensor

  No

MotionSensor 

  No

NightSensor

  No
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